3.1.7 Assess How the Project Can Be Built (Constructability)
Streets Crossed/Closed During Construction
Streets Crossed/Closed During Construction
II-2 through II-4
Schools and Public Use Facilities Affected by Construction
Schools and Public Use Facilities Affected by Construction

Legend:
- Plaza
- Proposed Route
- Interstate

Facilities:
- City / Government Facilities
- Community Services
- Medical Facilities
- Places of Worship
- School
- Senior Service Facility
- State / Federal Government Facilities
- Vacant

[Map Image]
Existing Railroads
Existing Railroads Crossed
S-1 through S-4
Existing Railroads Crossed
C-3 and C-4
Existing Railroads Crossed
II-2 through II-4
Existing Utilities
Utilities
II-2 through II-4
Contaminated Sites
Solution Mining
Brinewell locations were evaluated using a buffer of 300 meters.
Brinewell locations were evaluated using a buffer of 300 meters.
Brinwell locations were evaluated using a buffer of 300 meters.
Brinewell locations were evaluated using a buffer of 300 meters.
No Brinewells found on this map

Legend:
- Plaza
- Interstate
- Proposed Route
- Documented Brinewell Location
- Buffer of Brinewell Location

Brinwell locations were evaluated using a buffer of 300 meters.